
T E C H N I C A L  S H E E T

VISOR

Clear MESH shield polycarb
FB1111

DETAILS
• Polycarbonate, impact-resistant visor
ensures high impact resistance,
protecting the face from accidental
impacts and increasing safety;

• The aluminum perimeter reinforcement
ensures rigidity, providing stability and
long-term durability;

• Protects against splashes of molten
metals, incandescent solids, liquid
splashes, and high-speed particle impact
at extreme temperatures and medium
energy; offers complete protection
against thermal and mechanical risks,
reducing the risk of serious injuries;

• Helmet adapter not included;

• 20 cm height, covers a wide facial area,
ensuring extended protection and visual
comfort.

PERFORMANCE
Marking 1 BT 9 CE

FEATURES
Polycarbonate screen designed to ensure
maximum protection and resistance in
high-risk work environments. The impact-
resistant structure, combined with the
aluminum perimeter reinforcement,
ensures rigidity and long-term durability.
The circular shape of the visor offers a
perpendicular and distortion-free view,
improving visual comfort during use. This
screen effectively protects against
splashes of molten metal, incandescent
solids, harmful liquids, and the impact of
high-velocity particles, even in conditions
of extreme temperatures and medium
energy. It has a height of 20 cm, does not
include the helmet adapter but is
compatible with FB1114 - MESH
ADAPTER, ensuring versatility of use in
various protection configurations.

IMPORTANT
Compatible with FB1114-Helmet mount
mesh adapter

REMARKS
Update 30/04/2026 – The product
certificate has been updated in
compliance with the new EN 16321
standard and is available for lots
chronologically subsequent to batch no.
839362601.

SIZES

ONE SIZE

In stock
On production
Made to order
Tailor made

FIELDS OF USE
> Agriculture - gardening - forestry

> Construction - road works

> Light industry

> Heavy industry

> Tertiary - trades

MAINTENANCE

Store in a cool and dry place, away from
heat sources and protected from light.
Clean regularly with neutral detergents
and water.
Do not use solvents.

QUANTITY PER CARTON
140

CATEGORY
II -> This product is currently planned and
produced to comply with Regulation (EU)
2016/425 and subsequent modifications.

CERTIFICATIONS AND STANDARDS

EYE AND FACE PROTECTION
EN ISO 16321-1
Filter type: UL1.2
Optical class: 1
Impact Level: ET
Optional Requirements: 9
Dimension: 1-M
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