
T E C H N I C A L  S H E E T

PETZL

PIXA 1 headlamp
FD2137

FEATURES
Headlamp with a wide and homogeneous
beam, designed to ensure uniform and
comfortable lighting for close-range
activities and during movement. It features
two lighting levels to adapt to different
operational needs: - Low mode, ideal for
close-up work, with illumination up to 10
meters for 16 hours (20 lumens), perfect
for prolonged activities with reduced
power consumption. - High mode, suitable
for movement, with illumination up to 15
meters for 3 and a half hours (60 lumens),
ensuring effective visibility while moving.
The constant lighting technology ensures
stable light output, which does not
diminish throughout the expected battery
life, improving reliability during use.
Designed for harsh environments, it offers
excellent resistance to drops up to 2
meters, and to impacts and crushing up to
80 kg. It is also waterproof up to 1 meter
for 30 minutes and resistant to chemicals,
making it ideal for industrial and
professional settings. With a weight of
only 160 grams (with batteries) and a
3-year warranty, it combines comfort,
robustness, and long-term reliability.

DETAILS
•   Wide and homogeneous light beam
ensures uniform and comfortable
visibility, reducing visual fatigue;

•   Constant illumination throughout its
runtime maintains stable light
performance, avoiding sudden drops in
light;

•   Fall resistance up to 2 m, impact and
crush resistance up to 80 kg, ensuring
reliability even in extreme use conditions;

•   Waterproof up to 1 m for 30 minutes,
allowing use even in humid environments
or in the rain;

•   Resistant to chemicals, ideal for
industrial environments with exposure to
aggressive substances;

•   Weight 160 g (with batteries), offering
high comfort even during prolonged use;

•   3-year warranty, providing security and
peace of mind regarding the product's
durability and quality.

SIZES

ONE SIZE

In stock
On production
Made to order
Tailor made

FIELDS OF USE
> Construction - road works

> Works at a height

MAINTENANCE

Store in a cool and dry place, away from
heat sources and protected from light.

QUANTITY PER CARTON
36

CERTIFICATIONS AND STANDARDS

EN 60079

ATEX
Values: II 3 G D EX NA IC IIB T4 GC TC
IIIC T135°C DC

EN 61547
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